








Care & Maintenance

_ Primary Call Cap
Side Ventilation Plate = Cell Cap Lock Ring

Main Tube

It is possible that after many years of use
the primary mirror of the Mewlon-300 may
need cleaning. Before attempting this pro-
cess, contact your local dealer,

1. Remove all of the visual adapters; re-
move the cell clamp ring and the primary
mirror cell cover. Next remove the side
ventilation plate as shown.

2. Place a clean piece of paper on a hard
and flat surface. Put the tube with the
rear cell down on to the paper on the
flat surface. [In this cace, flat means re-
ally flat with no tilt whatsoever to it. This
will prevent the tube from falling over on
to the ground or on to youl]. With a
wrench, loosen the six 8mm cap bolt,
which connects the tube and the primary
mirror cell.

Visual Back

E\ Side Ventilation Plate Fig 48

3. Carefully lift the tube off of the mounting

ring while being careful not to hit to the
primary mirror baffle. At this time, make
sure that the tube has been lifted com-
pletely above and away from the baffle
tube,

Allen Wrench
Allen Bolt

Main Tube s | I

Spread paper or something
not to maks the visual back dirty.

Fig49
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* When you are preparing to disassemble
the Mewlon-300 in order to clean the pri-
mary mirror, please contact your local dis-
tributor before attempting to do so.

* Replace the front cover and rear ocular
plug after use to help prevent dust from
entering the into the optical system.

Main Tube

* When the Mewlon-300 is brought into a
warm environment from a cold one, dew
could form on the primary mirror. If this
occurs, do not replace the end covers.
Use a hair dryer on the low heat setting to

remove the dew from the primary. | ,
; X 3 Remove the main tube slowly

This same hair dryer can be used during not to touch the baffle.

a session under the sky to remove any

dew that may form on the primary. The

long length of the Mewlon-300 tube helps Blow out the dusts and

i p particles by a blower.

keep dew away on most nights. Using a

hair dryer here will help prevent spots

from forming on the mirror surface be-

cause the dew has dried.

Under no circumstances should the
Mewlon-300 be closed up while there is
dew on the surface of the primary or sec-
ondary mirrors.

Fig.50
* The outside of the tube may be cleaned
with auto wax.

* |t is highly unlike but possible that dew
could form on the surface of the second-
ary, but it does not hurt to check to be
certain.
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System Chart

13, 50.8[2"] sleeve [KP00113]

14. Coupling “S" [KP0O0103]

18. Mewlon Reducer/Flattener
[KATO581]

26, Quintuple turret ocular holder
[KADD401)

a7 L

30. TSC camera adapter [KADD2086]

32. T-Mount [KA00220 ~ 00226

33. Wide T-Mount
[KADO230 ~ 00236)

34. Digitalffilm SLR

36. TCA-4 [KADD210]

46, 31.7(1.25"] ocular adapter
[KADD101]

47. 31.7(1.25"] Ocular
[KADOS20 ~ 00527]

48, 50.8[2"] Ocular [LES0:KAQ0530]

49, 31.7(1.25")prism diagonal
[KADDS41|

74. 50.8/2"] Diagonal Mirror
[KADOS43]

75, Adapter{DM)(31.7[1.25"])
[KADDT11]

90. Twin View Binoviewer [KAD04710]
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Trouble Shooting

Symptom

Check

Remedy

Is the front cap removed?

Remaove the front cap.

Is the ocular set in place?

You cannnot see anything without
an ocular. Setitin place,

Nothing can be seen.

Dew on the mirror or on the
ocular?

Dry the dew before viewing.
Do not try to make your observation
in a high humidity place.

The finder aligned?

Align the finder.

Image focused?

Focus image.

Are the batteries in the hand
controller out of power?

Replace new batteries.

No focus
Is the wire of the hand | Connect the wire fiemly.
contoroller disconnected?
Dew on the mirror or on the | Get rid of dew by blowing air.
Image is fuzzy. e

Are the visual parts con-
nected correctly?

Connect them correctly.

Did you adapt the mirrors
enough to the outside air?

Adapt the mirroe well enough to the
outside air.

Image is deformed.

Is your telescope collimated?

Check collimation and collimate if
necessary,

Is seeing steady?

Poor seeing will degrade image.
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